
DOCET-LECTOR  HYBRID  MODULE PRODUCT SPECIFICATION 

DSD -  active modulator filter Type  DLS-1.0 

F E A T U R E S 
 
 DSD USB v-1, v-2 , v-3 input direct 
 Data stream inputs electrical isolated 
 Active modulator direct dsd 
 Analog current/voltage output 
 Analog stereo mode balance output 
 

G E N E R A L   D E S C R I P T I O N 
 
The DLS-1 is a high speed hybrid module CMOS devices for DSD direct native input. 
It’s specified in compliance with DSD standard. 
The module accept the DSD dataR / dataL and Clock without digital analog convertor. 
Output analog available as both current and voltage mode, as single unbalanced and 
full balanced filter for direct interface with analog stage. 
DSD input resolution as 64/2.8224 Mhz and 128/5.6448 Mhz 

A P P L I C A T I O N 
 
 DSD pure modulator and filtering convertor unit 
 Update PCM dac convertor with R2R dac with USB-DSD input too 
 SACD Player 
 Professional audio device 

E L E C T R I C A L     S P E C I F I C A T I O N 
All specifications at Ta= 25°, Vcc1 = 5V, Vcc2 = 3.3V, Vcc3 = 12 V, Vcc4 = -12 V 

Parameter Test condition DLS-1 Unit 

Data format  DSD @ 64/128  

Audio data format  Data R / Data L / Clock  

Audio data bit lenght  1 bit  

Sampling frequency  2.8224 MHz / 5.6448 MHz  

Sampling clock frequency  2.8224 / 11.2896 MHz 

Voltage   5 V / 3.3 V / +12 V / - 12 V Vdc 

Input/output   40 pins Nr. 

Full data and applications are available only under NDA agreement 




